
PARAFUDR KULLANIM KILAVUZU

VSP Serisi Parafudr seçtiğiniz için teşekkür ederiz. Lütfen kurulum, işletim ve 
bakımdan önce bu kılavuzu okuyun.

GENEL ÖZET
Tip 2 Parafudr anahtar tipi (8/20μs dalga formu) aşırı akımlar tarafından 
kaynaklanan aşırı voltajları deşarj etmek için uygulanabilir. Tip 2 Parafudr, tip 1 
Parafudr içeren ana dağıtım panellerinden sonraki si-dağıtım panellerine 
(apartman dairelerinin dağıtım panellerinin içine kat mülkiyetinde) kurulmalıdır. 
Uygun işletim için tip 1 ve tip 2 Parafudr arasına en az 10-15 metrelik kablo veya 
tel yerleştirilmelidir. Aksi halde iki cihaz arasına bir ayrıştırma bobininin takılması 
gerekir. Bu koruyucular değiştirilebilen parçalara sahip modüler tiplerdir; 
yardımcı kontak cihazın muhafazası içine yerleştirilmiştir.

STANDART VE KALİTE SERTİFİKALARI

TEKNİK ÖZELLİKLER ASORTMAN BOYUTLAR (mm)

IEC61643-1

72

30

44.55.5
59

90

45

CAU4-40 CAU4-30

230V, 3x230/400V

TN, TT, IT

385V

1,6kV

125A gG

10 kA/AC

-40  ... +55

Asansör Kelepçesi

Varistör , termik sigorta
 on 7.5 35 mm boyutlu montaj rayı üzerine (EN 50022)

Entegre (1 adet NO contact)

Kırmızı optik sinyal
22sabit: 6 - 35 mm      esnek: 6 - 25 mm

UL94-V0

CAU4-20 Kutup Sayısı
Maksimal deşarj akımı  
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Gri
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Gri

Gri
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Gri

Gri
Gri

Gri
Gri
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Gri
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Gri
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Gri
Gri

Gri
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Değiştirilebilir
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Değiştirilebilir
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Değiştirilebilir
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Değiştirilebilir

Değiştirilebilir
Değiştirilebilir

Nominal deşarj

385/440V
1,8kV

385/440V
1,5kV

Model
Nominal voltaj
Ağ sistemi
En yüksek sürekli voltaj (Uc)

Koruma seviyesi  (Up)

Takip eden akım kısıtlaması
Takip eden akım sonlandırma kapasitesi
Ortam sıcaklığı
Terminal
Entegre koruma cihazları
Montaj
Yardımcı statüsünde kontak
Durdurma sinyali
Terminal kapasitesi
Muhafazanın yanıcılığı

W (mm)
 (8  (8/20 s) In  /2 0 s) Imax

1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P
1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P
1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P

18
36
54
36
54
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20kA
20kA
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20kA
20kA
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15kA
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10kA
10kA
10kA
10kA
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40kA
40kA
40kA
40kA
40kA
40kA
30kA
30kA
30kA
30kA
30kA
30kA
30kA
20kA
20kA
20kA
20kA
20kA
20kA
20kA

SURGE ARRESTER DEMONSTRATION 
                             AND 
                    USER MANUEL 

Thank you for choosing VSP Series Surge Arrester. Please read this 
manual before installaton, operation and maintenance. 

OVERVIEW
The type 2 surge arrester are applicable to discharge overvoltege caused by 
switch-type (8/20µs wave-form) over currents. The type 2 arresters must be 
installed into sb-distribution boards (at condominium into distribution boards of 
�ats) after main distribution boards containing type 1 arresters. For proper 
operation at least 10-15 m cable or wire must be placed between type 1 and type 
2 arresters. Otherwise a decoupling coil has to be installed between the two 
devices. These protectors are modular types with changeable insert; the auxiliary 
contact is built-in into the housing of thr device. 

STANDARD AND QUALITY CERTIFICATES

TECHNICAL DATA ASSORTMENT DIMENSIONS(mm)

IEC61643-1

72

30

44.55.5
59

90

45

CAU4-40 CAU4-30

230V, 3x230/400V

TN, TT, IT

385V

1,6kV

125A gG

10 kA/AC

-40  ... +55

elevator clamp

Varistor , thermal fuse

 on 7.5 35 mm size mounting rail (EN 50022)

Integrated (1 pc NO contact)

Red optical signal
22solid: 6 - 35 mm      fexible: 6 - 25 mm

UL94-V0

CAU4-20

385/440V
1,8kV

385/440V
1,5kV

Model
Rated  voltage
Network system
Highest continuous voltage (U c )
Protection level (U p)
Follow current limitation
Follow current extinguishing capability
Ambient temperature
Type of terminal
Integrated protection devices
Mounting
Auxiliary status contact
Arresting signal
Terminal capacity
Flammability of housing

Number of poles W (mm) Nom�nal d�scharge
 (8 /20 s) In

Max�mal d�scharg
current (8/20 s) Imax

Color Type

1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P
1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P
1P
2P
3P

1P+N/PE
2P+N/PE
3P+N/PE

4P

18
36
54
36
54
72
72
18
36
54
36
54
72
72
18
36
54
36
54
72
72

20kA
20kA
20kA
20kA
20kA
20kA
20kA
15kA
15kA
15kA
15kA
15kA
15kA
15kA
10kA
10kA
10kA
10kA
10kA
10kA
10kA

40kA
40kA
40kA
40kA
40kA
40kA
40kA
30kA
30kA
30kA
30kA
30kA
30kA
30kA
20kA
20kA
20kA
20kA
20kA
20kA
20kA

grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey
grey

changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable
changeable


